
DC 1 DC 2

OUTSIDE

CTX DC1 10.0.0.1 /24 (Active)

CTX DC2 10.0.0.254 /24 (Standby)
CTX DC1 10.0.0.254 /24 Active

CTY DC2 10.0.0.1 /24 Standby

192.168.1.2 /24 192.168.4.2 /24

192.168.2.1 /24

192.168.1.1 /24
192.168.4.1 /24

L2

10.0.0.0 /25 via 192.168.1.2

10.0.0.128 /25 via 192.168.3.2
10.0.0.0 /25 via 192.168.2.2

10.0.0.128 /25 via 192.168.4.2

0.0.0.0/0 via 192.168.3.1

0.0.0.0/0 via 192.168.4.1

0.0.0.0/0 via 192.168.1.1

0.0.0.0/0 via 192.168.2.1

192.168.3.2 /24

192.168.3.1 /24

192.168.2.2 /24

DHCP Scope

10.0.0.2-63 /24

GW 10.0.0.1

(Delay 0ms)

DHCP Scope

10.0.0.193-253 /24

GW 10.0.0.254

(Delay 50ms)

DHCP Scope

10.0.0.65-127 /24

GW 10.0.0.1

(Delay 50ms)

DHCP Scope

10.0.0.129-191 /24

GW 10.0.0.254

(Delay 0ms)

L2

L3
L3

Darkfiber 10GE
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