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FW 
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FW Primary

1.1.50.253

192.168.10.1 192.168.10.2
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172.16.254.1 172.16.254.2
Vlan11Vlan11
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.G0 .G0

.G48
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SW1_L3

interface GigabitEthernet1/1/1
*** Etherchannel Trunk Connected to SW01_L2 Port G1 ***
  channel-group 1 mode on

interface GigabitEthernet1/1/2
 *** Etherchannel Trunk Connected to SW02_L2 Port G2 ***
channel-group 2 mode on

SW2_L3

interface GigabitEthernet2/1/1
*** Etherchannel Trunk Connected to SW02_L2 Port G1 ***
 channel-group 2 mode on

interface GigabitEthernet2/1/2
*** Etherchannel Trunk Connected to SW01_L2 Port G2 ***
 channel-group 1 mode on

Firewall

interface GigabitEthernet0/1 – Fiber Interface
 nameif outside-fiber
 ip address 54.45.34.2 255.255.255.248

interface GigabitEthernet0/0 – EFM Interface
 nameif outside-efm
 ip address 185.4.198.146 255.255.255.248 standby 185.4.198.147 

VLANS

VLAN 50 – Management & Access Points - 1.1.50.0/24
VLAN 10 – Switch connection to Firewalls - 192.168.10.0/29
VLAN 11 – Failover Connection between firewalls - 172.16.254.0/29

VLAN 101 – Tenant A – 192.168.101.0/24
VLAN 102 – Tenant B – 192.168.102.0/24
VLAN 103 – Tenant C – 192.168.103.0/24
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